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ELEKTRO SPESIFIKASJON FOR INNKJØP AV ELEKTRISK UTSTYR.

NORCEM AS BREVIK



SPESIFIKASJON Side 2 av 4

Elektrisk utstyr fra leverandører til Norcem, skal følge norske lover og regler og skal være
tilpasset vårt spenningssystem.

NEK 400:2006 er en samling av flere normer. Europanormer (EN) og (HD) fra CENELEC blir gjort
gjeldende som norske normer ved NEK 400.

Grunnlaget for NEK 400 er IEC norm 60364 og harmoniseringsdokumenter CENELEC HD 384/HD
30364.

I følge norsk Lov om tilsyn med elektriske anlegg og elektrisk utstyr, skal alt elektrisk utstyr leveres i
samsvar med NEK 400.

 Ved leveranser på elektrisk utstyr skal det leveres i henhold til overnevnte.

 Før leverandøren starter leveranse eller produksjon, skal det sendes elektro- dokumentasjon til
Norcem for godkjenning.

 Leverandør er pliktig til å dokumentere at elektrisk utstyr er i samsvar med disse normene ved
å levere en ”Samsvarserklæring” sammen med utstyret.

Se vedleggene til dette.

Brevik 29.9.2008
Elektro/automasjon

Jan-Kåre Egholm Jan-Erik Rønning
sakkyndig driftsleder elektrosjef
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Basic design data
Mains supply

Main Supply voltage

230 V AC, 3~
400 V AC, 3~
690 V AC, 3~
1000 V AC, 3~

Frequency of supply voltage 50 Hz

Type of distribution

IT

Ambient conditions

Field location
Ambient temperature
 in the field min. -20°C Max +30.°C

Relative humidity
 in the field 80.%

 Control room (where the MCC is located)

Air condition
in electrical control room

X exists

Ambient temperature
in electrical control room

Min 18 °C max.30C

Cable distance
between electrical control room and field equipment

Apr 50.m -80 m

Interface to plant control

Hardwired interface
seen from Supplier control:

digital inputs
digital outputs
analog inputs
analog outputs

 standard
230 V AC
230 V AC relay
4 to 20 mA
4 to 20 mA

 specific

potential free contact
X 1)
X 1)

X1)Between Supplier and Norcem
control system: Galvanic
separated, power-signal, signal-
signal. PR- electronics
recommended.

Serial interface
Physical layer RS 422 (point to point) RS485 (point to point)
Protocol X Modbus RTU RS485 (multipoint)

Fieldbus
Network X Profibus DP X Modbus-TCP

 Remarks
- Motor supply; Frequency regulated = 400 V AC 3~ normal; Others 690 V AC 3~

- Field signals; Level= PNP 3 wire  or 2 wire 24 V AC, Switches from local cabinets for motors 230 VAC, Others=24 VDC

- Send “as soon as possible” (typical) drawing for Supplier  to Norcem

Responsible for electrical items at customer side
Jan-Erik Rønning,
Manager electro department

Email:
jan-erik.ronning@norcem.no

Phone:    00 47 35 57 21 04 (dir)
Mob: 00 47 915 50 955

Jan-Kåre Egholm,
Responsible power distribution

Email:
jegho@norcem.no

Phone:    00 47 35 57 21 48 (dir)
Mob:      00 47 971 93 522
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Type of Power distribution
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